State of New York
Office of Fire Prevention and Control

1220 Washington Avenue, Bldg 7A
Albany, NY 12226

Phone#: (518) 474-6746

Fax#: (518) 474-3240

REPORT OF RE-INSPECTION
AND
ORDER TO COMPLY

Facility: SUNY Canton Col |l ege of Technol ogy
The Office of Fire Prevention and Control has identified that violations of the Uniform Fire Prevention and Building Code, previously identified in a Report of
Inspection, continue to exist in a building or buildings under the jurisdiction of your college or university.
These violations pose a potential for physical injury or death to the occupants of the building due to fire. Failure to remedy the violations by the date specified
will result in fines ranging from $50 to $500 per violation, per day; the violation(s) continues to exist beyond the established abatement date. Furthermore,

closure of the building may be directed if conditions constitute an imminent threat to public health or safety, until subsequent inspection reveals that all
violations have been remedied.

Any specific questions relating to this inspection should be directed to the New York State Office of Fire Prevention and Control - Fire and Life Safety Branch
at the location indicated below.

Di strict Supervisor:

T3 (Wt

McCrae, Brian
Deputy Chi ef

I nspector : Charland, Victoria

O 1220 Washi ngton Ave.
State O fice Canpus Building 7A, Floor 2
Al bany, NY 12226
518-474- 6746 518-474-3240
(fax)fire@lhses. ny. gov
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Vi ol ati ons

46 Vi ol ati on: Swi nging fire doors shall

automatically

close fromthe full-open position and | atch

Hazard O s.: M ni mal

Code Refer.: 20F-705.2.4

Abat e By: 04/ 04/ 2024

Locati on: 1st. floor corridor.

Descri ption: Fire door assenbly doors do not shut and | atch.

ot her.

Doors are catching on each

47 Vi ol ati on: Swi nging fire doors shall

autonatically

close fromthe full-open position and | atch

Hazard C's.: M ni mal

Code Refer.: 20F-705.2.4

Abat e By: 04/ 04/ 2024

Locati on: 1st. floor

Descri ption: Fire door in stairwell does not shut and | atch.

48 Vi ol ation: Doors into electrical control panel roons shall be marked with a plainly

visible and | egible sign stating ELECTRI CAL ROOM or sim | ar approved wordi ng.

The di sconnecting neans for each service, feeder or branch circuit originating
on a swi tchboard or panel

Hazard C's.: M ni mal

Code Refer.: 20F-604.3.1

Abat e By: 04/ 04/ 2024

Locati on: basement vestibule elec. room

Descri ption: El ectrical room does not have signage.



ADDI TI ONAL EXPLANATI ON

Viol ation#: 44 The fire-resistance rating and snoke-resistant
characteristics of snoke barriers shall be naintained

Part 111—Building and Equi pment Design Features

CHAPTER 7 FI RE AND SMOKE PROTECTI ON FEATURES

SECTI ON 701 GENERAL

701. 3 Snoke barriers. The fire-resistance rating and snoke-
resistant characteristics of snoke barriers shall be

mai nt ai ned.

SECTI ON 702 DEFI NI TI ONS

Viol ation#: 45 Doors into electrical control panel roons shall be nmarked
with a plainly visible and | egible sign stating ELECTRI CAL
ROOM or simlar approved wordi ng. The di sconnecting neans for
each service, feeder or branch circuit originating on a
swi t chboard or panel

Part I11—Building and Equi prent Desi gn Features

CHAPTER 6 BUI LDI NG SERVI CES AND SYSTEMS

SECTI ON 604 ELECTRI CAL EQUI PMENT, W RI NG AND HAZARDS

604. 3 Working space and cl earance. A working space of not

| ess than 30 inches (762 mm in width, 36 inches (914 nm in
depth and 78 inches (1981 mm) in height shall be provided in
front of electrical service equipment. Wiere the electrica
service equipnent is wider than 30 inches (762 mm, the

wor ki ng space shall be not |less than the width of the

equi pnent. Storage of material s shall not be |ocated within
t he desi gnat ed worki ng space.

Excepti ons:

(1.) Where other dinensions are required or allowed by NFPA
70.

(2.) Access openings into attics or under-floor areas that
provide a nini mum cl ear opening of 22 inches (559 mm by 30
inches (762 mj.

604. 3.1 Labeling. Doors into electrical control panel roons
shall be marked with a plainly visible and | egible sign
stating ELECTRI CAL ROOM or simlar approved wording. The

di sconnecting neans for each service, feeder or branch
circuit originating on a switchboard or panel -board shall be
I egibly and durably marked to indicate its purpose unless
such purpose is clearly evident. Were buildings or
structures are supplied by nore than one power source,
mar ki ngs shall be provided at each service equi pnment |ocation
and at a |l interconnected el ectric power production sources
identifying all electric power sources at the prem ses in
accordance wi th NFPA 70.

Vi ol ati on#: 46 Swinging fire doors shall close fromthe full-open position
and latch automatically



Part |11—Building and Equi prent Desi gn Features

CHAPTER 7 FI RE AND SMOKE PROTECTI ON FEATURES

SECTI ON 705 DOOR AND W NDOW OPENI NGS

705. 2 I nspection and nai nt enance. Opening protectives in
fire-resistance-rated assenblies shall be inspected and

mai ntai ned in accordance with NFPA 80. Qpening protectives in
snoke barriers shall be inspected and nmaintained in
accordance with NFPA 80 and NFPA 105. Openings in snoke
partitions shall be inspected and maintai ned i n accordance
with NFPA 105. Fire doors and snoke and draft control doors
shal | not be bl ocked, obstructed, or otherw se made

i noperabl e. Fusible links shall be re placed pronmptly
whenever fused or damaged. Opening protectives and snoke and
draft control doors shall not be nodified

705. 2.4 Door operation. Swinging fire doors shall close from
the full-open position and | atch automatically.

Viol ati on#: 47

Swinging fire doors shall close fromthe full-open position
and latch automatically

Part |11—Building and Equi prent Desi gn Features

CHAPTER 7 FI RE AND SMOKE PROTECTI ON FEATURES

SECTI ON 705 DOOR AND W NDOW OPENI NGS

705. 2 I nspection and nmai nt enance. Qpening protectives in
fire-resistance-rated assenblies shall be inspected and

mai ntai ned in accordance with NFPA 80. Qpening protectives in
snoke barriers shall be inspected and nmaintained in
accordance with NFPA 80 and NFPA 105. Openings in snoke
partitions shall be inspected and nmaintained i n accordance
wi th NFPA 105. Fire doors and snoke and draft control doors
shal | not be bl ocked, obstructed, or otherw se made

i noperabl e. Fusible links shall be re placed pronptly
whenever fused or damaged. Opening protectives and snoke and
draft control doors shall not be nodified

705. 2.4 Door operation. Swinging fire doors shall close from
the full-open position and | atch autonatically.

Viol ati on#: 48

Doors into electrical control panel roons shall be marked
with a plainly visible and | egible sign stating ELECTRI CAL
ROOM or simlar approved wordi ng. The di sconnecting neans for
each service, feeder or branch circuit originating on a

swi t chboard or pane



Part |11—Building and Equi prent Desi gn Features

CHAPTER 6 BUI LDI NG SERVI CES AND SYSTEMS

SECTI ON 604 ELECTRI CAL EQUI PMENT, W RI NG AND HAZARDS

604. 3 Wirki ng space and cl earance. A working space of not

I ess than 30 inches (762 mm in width, 36 inches (914 mMm) in
depth and 78 inches (1981 nm) in height shall be provided in
front of electrical service equipment. Wiere the electrica
service equi pment is wider than 30 inches (762 mm, the

wor ki ng space shall be not |less than the width of the

equi prent. Storage of material s shall not be located within
t he desi gnat ed wor ki ng space.

Excepti ons:

(1.) Where other dinmensions are required or allowed by NFPA
70.

(2.) Access openings into attics or under-floor areas that
provide a m ni mum cl ear opening of 22 inches (559 mm by 30
i nches (762 nm).

604. 3.1 Labeling. Doors into electrical control panel roons
shall be marked with a plainly visible and | egible sign
stating ELECTRI CAL ROOM or similar approved wordi ng. The

di sconnecting neans for each service, feeder or branch
circuit originating on a switchboard or panel-board shall be
| egibly and durably marked to indicate its purpose unless
such purpose is clearly evident. Were buildings or
structures are supplied by nore than one power source,
mar ki ngs shall be provided at each service equi pnment |ocation
and at a |l interconnected el ectric power production sources
identifying all electric power sources at the prem ses in
accordance with NFPA 70.




ADMINISTRATIVE RIGHT OF APPEAL
GENERAL

Requests for clarification and questions related to this inspection report should be directed first to the inspector identified on the
report. Follow up or further inquiry may be made to the district supervisor of the Office of Fire Prevention and Control,
Fire and Life Safety Branch responsible for the region in which the building is located.

To formally dispute a violation, a request for review must be presented in writing, with clear explanation of the circumstances to:

Chief of the Fire and Life Safety Branch
Office of Fire Prevention and Control
1220 Washington Avenue, Bldg 7A
Albany, NY 12226
(518)-474-6746

If there is the desire to challenge that determination a formal appeal may be made to the Deputy State Fire Administrator for
Enforcement at the above address. Such appeal must be presented in writing and clearly detail justification for the dispute.

LEGAL VARIANCE

To pursue relief from strict application of the requirements of the New York State Uniform Fire Prevention and Building Code
(Uniform Code), a “variance” may be pursued. The procedures for variances and appeals regarding the Uniform Code are
established in 19 NYCRR Part 1205. Requests for a variance generally require a hearing before a Board of Review. Some
requests for a variance can be resolved through an administrative process when NYS Department of State staff determines it is
appropriate. For additional information, or to initiate a variance or appeal process, contact should be made with the appropriate
Department of State regional office. An application for a variance or appeal of a local determination regarding applicable provisions
of the New York State Uniform Fire Prevention and Building Code may be found at:
http://www.dos.ny.gov/dcea/pdf/varianceapp_311.pdf

COMPLIANCE PLANS

With justification, a time extension to abate a specific violation may be granted. Such extensions are determined “Compliance
Plans” because they are only considered if the request demonstrates a detailed, legitimate plan that reasonably assures
compliance by the date requested. Compliance plans may be submitted as a written request to the regional Fire and Life Safety
Branch Deputy Chief at the address provided on this notice. To be considered, the request must be in writing and must set forth
work already accomplished, the work remaining, the reason why an extension of time is necessary, and the date by which all work
will be completed. All possible supporting and justifying documentation should accompany the request. Time extensions are not
automatic or guaranteed. They are granted solely on the merit of each compliance plan. The compliance plan must be completed
and signed by a member of the requesting agency’s management team that is authorized to commit project funding, provide
timelines, and commit the agency to the legal specifications of the request.

Take notice that an application for an extension constitutes a legal obligation fo correct the violation by the date granted and that
failure to meet the conditions of said compliance plan will result in the assessment of penalties accrued during the extension
period.
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