State of New York
Office of Fire Prevention and Control

1220 Washington Avenue, Bldg 7A
Albany, NY 12226

Phone#: (518) 474-6746

Fax#: (518) 474-3240

REPORT OF INSPECTION
AND
NOTICE OF VIOLATION

Facility: SUNY Canton Col | ege of
Technol ogy

You are hereby notified that an inspection of the above nanmed facility by the New York State O fice of
Fire Prevention and Control disclosed violations of the New York State UniformFire Prevention and
Bui | di ng Code. The nature and | ocation of the violations are specified on the acconpanyi ng pages.

These viol ati ons pose a potential for physical injury or death to the occupants of the building due to
fire. Failure to renedy the violations by the date specified will expose the college or university to
penal ties based on the severity of the hazard(s), of up to five hundred dollars per day that the

viol ati ons continue beyond the specified abatenment date, and/or closure of the building if conditions
constitute an immnent threat to public health or safety.

Verification that the corrective action has been taken will be perforned through re-inspection of the
ef fected property.

Any questions relating to this inspection should be directed to the New York State Office of Fire

Prevention and Control - Fire and Life Safety Branch at the |ocation indicated bel ow

Di strict Supervisor:

f;__rr‘é_,-_—h-d-—r'—r W‘v{-ﬂh#—_ -

McCrae, Brian
Deputy Chi ef

| nspector : Charl and, Victoria

O 1220 Washington Ave.
State Office Campus Building 7A, Floor 2
Albany, NY 12226
518-474-6746 518-474-3240 (fax)fire@dhses.ny.gov
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—————————————————————————————— Building Information -----------cmommmm oo
Type of Construction: 2

Nunber of stories: 2

Total square feet: 39098

Bui | di ng Condition: In Normal use
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47 Vi ol ati on

Hazard d s.:
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Abat e By:
Locati on:

Descri pti on:

48 Vi ol ati on:

Hazard C s.
Code Refer.

Abat e By:
Locati on:

Descri ption

49 Vi ol ati on

Hazard d s.
Code Refer.

Abat e By:
Locati on:

Description

50 Viol ation

Hazard O s.
Code Refer.

Abat e By:
Locati on:

Description

51 Viol ation

Hazard O s.
Code Refer.

Abat e By:
Locati on:

Description

| nspecti on Report Page

State University of New York

None

SUNY Cant on Col | ege of Technol ogy
Cook Hal |

------------------- Violations ----------mmmmmmmm i

Identified electrical hazards shall be abated. ldentified hazardous
el ectrical conditions in permanent wiring shall be brought to the
attention of the responsible building official. Electrical wring,
devi ces, appliances and other equi pnment that is nodifi

M ni ma

20F-604.1

04/ 04/ 2024

FACP/ DATA Room

El ectrical panel does not shut/ [|atch.

Identified electrical hazards shall be abated. Identified hazardous
electrical conditions in permanent wiring shall be brought to the
attention of the responsible building official. Electrical wring,
devi ces, appliances and other equipnment that is nodifi

M ni mal

20F-604.1

04/ 04/ 2024

Rm 118 Elec.

3 Electrical panels do not shut/ latch.

Identified electrical hazards shall be abated. Identified hazardous
el ectrical conditions in permanent wiring shall be brought to the
attention of the responsible building official. Electrical wring,
devi ces, appliances and other equipment that is nodifi

M ni ma

20F-604.1

04/ 04/ 2024

Rm 220

2 Electrical panels do not shut/ latch

Opening protectives in fire-resistance-rated assenblies shall be

i nspected and nmai ntai ned in accordance wi th NFPA 80. Opening
protectives in snoke barriers shall be inspected and maintained in
accordance with NFPA 80 and NFPA 105. Openings in snmbke partit

M ni mal
20F-705. 2
04/ 04/ 2024
Corri dor

One of the 2 fire doors in the assenbly does not shut/ latch as
required.

Opening protectives in fire-resistance-rated assenblies shall be

i nspected and nmai ntai ned in accordance wi th NFPA 80. Opening
protectives in snmoke barriers shall be inspected and naintained in
accordance with NFPA 80 and NFPA 105. Openings in snoke partit

M ni ma

20F-705. 2

04/ 04/ 2024

2nd flr. corridor

Fire door handl e sticks.

---------------- Recommendati ons ------------------------------



Vi ol ati on#: 47

ADDI TI ONAL EXPLANATI ON

Identified electrical hazards shall be abated. Identified
hazardous el ectrical conditions in permanent wiring shall be
brought to the attention of the responsible building
official. Electrical wiring, devices, appliances and ot her
equi prent that is nodifi

Part 111—-Building and Equi pment Design Features

CHAPTER 6 BUI LDI NG SERVI CES AND SYSTEMS

SECTI ON 604 ELECTRI CAL EQUI PMENT, W RI NG AND HAZARDS

604. 1 Abatenent of electrical hazards. ldentified electrica
hazards shall be abated. ldentified hazardous electrica
conditions in permanent wiring shall be brought to the
attention of the responsible building offici al. Electrical
W ring, devices, appliances and other equipnent that is
nmodi fi ed or damaged and constitutes an el ectrical shock or
fire hazard shall not be used

Vi ol ati on#: 48

Identified electrical hazards shall be abated. Identified
hazardous el ectrical conditions in permanent wiring shall be
brought to the attention of the responsible building
official. Electrical wiring, devices, appliances and ot her
equi prent that is nodifi

Part 111—Building and Equi pment Design Features

CHAPTER 6 BUI LDI NG SERVI CES AND SYSTEMS

SECTI ON 604 ELECTRI CAL EQUI PMENT, W RI NG AND HAZARDS

604.1 Abatenment of electrical hazards. ldentified electrica
hazards shall be abated. ldentified hazardous el ectrica
conditions in pernmanent wiring shall be brought to the
attention of the responsible building offici al. Electrical
wiring, devices, appliances and other equipnent that is
nodi fi ed or damaged and constitutes an el ectrical shock or
fire hazard shall not be used

Vi ol ati on#: 49

Identified electrical hazards shall be abated. Identified
hazardous el ectrical conditions in permanent wiring shall be
brought to the attention of the responsible building
official. Electrical wiring, devices, appliances and ot her
equi prent that is nodifi

Part 111—Building and Equi pment Design Features

CHAPTER 6 BUI LDI NG SERVI CES AND SYSTEMS

SECTI ON 604 ELECTRI CAL EQUI PMENT, W RI NG AND HAZARDS

604.1 Abatenment of electrical hazards. ldentified electrica
hazards shall be abated. ldentified hazardous el ectrica
conditions in pernmanent wiring shall be brought to the
attention of the responsible building offici al. Electrical
wiring, devices, appliances and other equipnent that is
nodi fi ed or damaged and constitutes an el ectrical shock or
fire hazard shall not be used

Vi ol ati on#: 50

Opening protectives in fire-resistance-rated assenblies shal
be i nspected and maintained in accordance w th NFPA 80.
Opening protectives in snoke barriers shall be inspected and
mai ntai ned in accordance with NFPA 80 and NFPA 105. Openi ngs
in snoke partit



Part |11—Building and Equi prent Desi gn Features

CHAPTER 7 FI RE AND SMOKE PROTECTI ON FEATURES

SECTI ON 705 DOOR AND W NDOW OPENI NGS

705. 2 I nspection and nai nt enance. Opening protectives in
fire-resistance-rated assenblies shall be inspected and

mai ntai ned in accordance with NFPA 80. Qpening protectives in
snoke barriers shall be inspected and nmaintained in
accordance with NFPA 80 and NFPA 105. Openings in snoke
partitions shall be inspected and maintai ned i n accordance
with NFPA 105. Fire doors and snoke and draft control doors
shal | not be bl ocked, obstructed, or otherw se made

i noperabl e. Fusible links shall be re placed pronmptly
whenever fused or damaged. Opening protectives and snoke and
draft control doors shall not be nodified

705.2.1 Labeling requirements. Were approved by the fire
code official, the application of field-applied |abels

associ ated with the maintenance of opening protectives shal
follow the requirenments of the approved third-party
certification organization accredited for listing the opening
protective.

705.2.2 Signs. Wiere required by the fire code official, a
sign shall be permanently displayed on or near each fire door
inletters not less than 1 inch (25 nm high to read as
fol | ows:

(1.) For doors designed to be kept normally open: FIRE
DOOR-DO NOT BLOCK

(2.) For doors designed to be kept normally closed: FIRE
DOOR-KEEP CLGSED.

705. 2. 3 Hol d-open devi ces and cl osers. Hol d-open devi ces and
aut omati ¢ door closers, where provided, shall be maintained.
During the period that such device is out of service for
repairs, the door it operates shall remain in the closed

posi tion.

705. 2.4 Door operation. Swinging fire doors shall close from
the full-open position and | atch automatically.

705. 2.5 Snoke- and heat-activated doors. Snoke-activated
doors shall be nmaintained to self-close or autonati- cally

cl ose upon detection of snoke. Existing fusible-link- type
aut onati ¢ door-closing devices are pernitted if the fusible
link rating does not exceed 135°F (57°C)

705.2.6 Testing. Horizontal and vertical sliding and rolling
fire doors shall be inspected and tested annually to confirm
proper operation and full closure. Records of inspections and
testing shall be nmintained.

Viol ati on#: 51

Opening protectives in fire-resistance-rated assenblies shal
be i nspected and nai ntained in accordance w th NFPA 80.
Opening protectives in snoke barriers shall be inspected and
mai nt ai ned in accordance wi th NFPA 80 and NFPA 105. Openi ngs
in snoke partit



Part |11—Building and Equi prent Desi gn Features

CHAPTER 7 FI RE AND SMOKE PROTECTI ON FEATURES

SECTI ON 705 DOOR AND W NDOW OPENI NGS

705. 2 I nspection and nai nt enance. Opening protectives in
fire-resistance-rated assenblies shall be inspected and

mai ntai ned in accordance with NFPA 80. Qpening protectives in
snoke barriers shall be inspected and nmaintained in
accordance with NFPA 80 and NFPA 105. Openings in snoke
partitions shall be inspected and maintai ned i n accordance
with NFPA 105. Fire doors and snoke and draft control doors
shal | not be bl ocked, obstructed, or otherw se made

i noperabl e. Fusible links shall be re placed pronmptly
whenever fused or damaged. Opening protectives and snoke and
draft control doors shall not be nodified

705.2.1 Labeling requirements. Were approved by the fire
code official, the application of field-applied |abels

associ ated with the maintenance of opening protectives shal
follow the requirenments of the approved third-party
certification organization accredited for listing the opening
protective.

705.2.2 Signs. Wiere required by the fire code official, a
sign shall be permanently displayed on or near each fire door
inletters not less than 1 inch (25 nm high to read as
fol | ows:

(1.) For doors designed to be kept normally open: FIRE
DOOR-DO NOT BLOCK

(2.) For doors designed to be kept normally closed: FIRE
DOOR-KEEP CLGSED.

705. 2. 3 Hol d-open devi ces and cl osers. Hol d-open devi ces and
aut omati ¢ door closers, where provided, shall be maintained.
During the period that such device is out of service for
repairs, the door it operates shall remain in the closed

posi tion.

705. 2.4 Door operation. Swinging fire doors shall close from
the full-open position and | atch automatically.

705. 2.5 Snoke- and heat-activated doors. Snoke-activated
doors shall be nmaintained to self-close or autonati- cally

cl ose upon detection of snoke. Existing fusible-link- type
aut onati ¢ door-closing devices are pernitted if the fusible
link rating does not exceed 135°F (57°C)

705.2.6 Testing. Horizontal and vertical sliding and rolling
fire doors shall be inspected and tested annually to confirm
proper operation and full closure. Records of inspections and
testing shall be nmintained.




ADMINISTRATIVE RIGHT OF APPEAL
GENERAL

Requests for clarification and questions related to this inspection report should be directed first to the inspector identified on the
report. Follow up or further inquiry may be made to the district supervisor of the Office of Fire Prevention and
Control, Fire and Life Safety Branch responsible for the region in which the building is located.

To formally dispute a violation, a request for review must be presented in writing, with clear explanation of the circumstances to:

Chief of the Fire and Life Safety Branch
Office of Fire Prevention and Control
1220 Washington Avenue, Bldg 7A
Albany, NY 12226
(518)-474-6746

If there is the desire to challenge that determination a formal appeal may be made to the Deputy State Fire Administrator for
Enforcement at the above address. Such appeal must be presented in writing and clearly detail justification for the dispute.

LEGAL VARIANCE

To pursue relief from strict application of the requirements of the New York State Uniform Fire Prevention and Building Code
(Uniform Code), a “variance” may be pursued. The procedures for variances and appeals regarding the Uniform Code are
established in 19 NYCRR Part 1205. Requests for a variance generally require a hearing before a Board of Review. Some
requests for a variance can be resolved through an administrative process when NYS Department of State staff determines it is
appropriate. For additional information, or to initiate a variance or appeal process, contact should be made with the appropriate
Department of State regional office. An application for a variance or appeal of a local determination regarding applicable
provisions of the New York State Uniform Fire Prevention and Building Code may be found at:
http://www.dos.ny.gov/dcea/pdf/varianceapp_311.pdf

COMPLIANCE PLANS

With justification, a time extension to abate a specific violation may be granted. Such extensions are determined “Compliance
Plans” because they are only considered if the request demonstrates a detailed, legitimate plan that reasonably assures
compliance by the date requested. Compliance plans may be submitted as a written request to the regional Fire and Life Safety
Branch Deputy Chief at the address provided on this notice. To be considered, the request must be in writing and must set forth
work already accomplished, the work remaining, the reason why an extension of time is necessary, and the date by which all
work will be completed. All possible supporting and justifying documentation should accompany the request. Time extensions
are not automatic or guaranteed. They are granted solely on the merit of each compliance plan. The compliance plan must be
completed and signed by a member of the requesting agency’s management team that is authorized to commit project funding,
provide timelines, and commit the agency to the legal specifications of the request.

Take notice that an application for an extension constitutes a legal obligation to correct the violation by the date granted and that
failure to meet the conditions of said compliance plan will result in the assessment of penalties accrued during the extension
period.
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